**ADD 4” to depth for 4” depth pre & post filter panels; change model no. to SA1H1W-4P-18-4F**

28 OUTSIDE DEPTH **

END VIEW FACING OUTLET

27 OUTSIDE H

24 INSIDE H

1.5 FLANGE (Typ. both ways)

21 INSIDE WIDTH (FLANGE)

24 OUTSIDE WIDTH (FLANGE)

1.5 – MAX. PROJECTION OF DOOR & LATCH

**MODEL NO. SA1H1W-2P-18-2F**

SA – SIDE ACCESS HOUSING
1H – 1 MODULE HIGH
1W – 1 MODULE WIDE
2P – 2 IN. DEPTH PREFILTER *
18 – MRM-18 CARBON MODULES
2F – 2 IN. DEPTH FINAL FILTER *

4 MRM18s @ 24 LB. GAC-ZK6 BLEND
EACH = TOTAL MEDIA WEIGHT (LBS.) 96
+ 4 EMPTY 18s @ 8 LB. EACH 32
+ APPROX. EMPTY HOUSING WEIGHT 18.3
+ 2” DEPTH PRE & FINAL FILTERS * 4
TOTAL APPROX. OPERATING WEIGHT 315

PRE-FILTER TRACK *= NOMINAL SIZE 24 x 24 x 2” DEPTH
(*) PREFILTER AND FINAL FILTER PANELS PROVIDED BY OTHERS

MRM18 FILTER MODULES – SIZE 23.63 WIDTH x 5.69 HEIGHT x 17.34 DEPTH CAPACITY: 24 LBS. GAC-ZK6 BLEND

MATERIALS – HOUSING: 16 GA. CR CARBON STEEL, STITCH WELDED & CAULKED. ALUMINIZED FINISH IS STANDARD. ENAMEL PAINT FINISH IS AN EXTRA COST OPTION.

MODULES: 16 GA. CR STEEL WITH 26 GA. PERF. SCREENS (.077” HOLES ON 7/64” STAGGERED CENTERS), BLACK POWDER FINISH

APPROX. PRESSURE DROP WITH CLEAN 2” FILTER PANELS: 1.1” W.G. AT MAXIMUM
2000 CFM AIR FLOW