SIZE 23-3/8 x 23-3/8 x 1-7/8 TYPE "SRP" SERPENTINE REFILLABLE PANEL

[SHOWN WITH MEDIA FILL PORT COVERS REMOVED FOR CLARITY. MEDIA FILL COVERS ATTACHED TO FRAME BY RETAINING SCREWS.]

QTY 4 MEDIA FILL HOLES ON TOP
2-1/8" x 1-3/8" Ea.

CORRUGATED EXPANDED METAL (BOTH SIDES)
0.018" THICK
2 CORRUGATIONS/IN.
0.24" CORR. DEPTH
.085" HOLE SIZE
65% OPEN AREA

CHANNEL FRAME .047" THICK (NOM.)

SPACERS – (5) PROVIDED ON
~3.875" CENTERS
.035" THICK (NOM.)

APPROXIMATE WEIGHTS (LBS.)
EMPTY PANEL 11
STANDARD CARBON * 12
APPROX. TOTAL WEIGHT 23

* At 30 lb/ft³ density. Media weight will vary w/impregnated carbon or ZK6 media fill.

MATERIAL OF CONSTRUCTION
COLD ROLLED CARBON STEEL
BLACK POWDER COATED FINISH

DRAWING MAY NOT BE USED OR REPRODUCED
WITHOUT WRITTEN AUTHORIZATION OF
CAMERON GREAT LAKES, INC.

DIMENSIONAL TOLERANCE AS NOTED ABOVE

REVIEW DATE: 04/02 JMB
ORIGINAL ISSUE: JMB
APPROVED: JMB

CAMERON GREAT LAKES, INC.
2335 NW 29th AVE.
PORTLAND, OR 97210
TEL. 800-777-4044
FAX 503-225-0137

TITLED 23-3/8 SQ. x 1-7/8 DEPTH
TYPE "SRP" – SERPENTINE REFILLABLE PANEL

PRESSURE DROP AT 500 CFM: 0.4" W.C.